COMMUNITY DEVELOPMENT
PERMIT CENTER

APPLIANCE VENTING (M22)

2013

CITY OF BELMONT

USTED SINGLE-WALL TYPE B VENT

SUPPORT FLUE
ADEQUATELY

LUSTED SINGLE WALL —d
TYPE B VENT

CA. MECHANICAL CODE
802.6

LISTED VENT CAP
INSTALLED IN ACCORDANCE
WITH MANUFACTURER'S
INSTRUCTIONS AND THE
TERMS OF LISTING

MAINTAIN LISTED CLEARANCE
CEMENT ALL JOINTS TIGHT

( HORIZONTAL RUN OF OFFSET

KEEP ATTIC RUNS SHORT AND AS
NEARLY VERTICAL AS POSSIBLE
NO ABRUPT CHANGES—USE 45°
ELLS. ONE 60° OFFSET MAY

BE ALLOWED.

NOTE: PIPE AND FITTINGS

ARE LISTED FOR EITHER

1'/,- OR 3-INCH (38 mm or 76 mm)
CLEARANCE TO COMBUSTIBLE
CONSTRUCTION.

\. MAINTAIN LISTED CLEARANCES

| —— SAME DIAMETER AS APPLIANCE OUTLET

DRAFT DIVERTER 7_[:)__\

ANY OFFSET MORE THAN

45° SHALL BE

CONSIDERED AS HORIZONTAL.
HORIZONTAL RUNS MAY

NOT EXCEED 75%

OF VERTICAL HEIGHT OF
VENT.

=— GAS-FIRED APPLIANCE LISTED
FORUSE WITH TYPE B VENT

TYPICAL DETAILS FOR INSTALLATION OF SINGLE-WALL NONMETALLIC TYPE B VENTS

ONE TWIN PINES LANE, SUITE 110, BELMONT CA 94002-3867 (650) 595-7422




